
APPLICABLE STANDARDS

	ÊASTM C595/ AASHTO M240 – Standard 
Specification for Blended Hydraulic 
Cements

MANUFACTURER

St. Marys Cement U.S. LLC

9333 Dearborn Street, Detroit, MI 48209

313-842-4600 • stmaryscement.com

AVAILABILITY 

Type IS cement is available in bulk or pack-

aged form. Contact sales representative for 

information on distribution and availability.

TECHNICAL SERVICES

For technical assistance contact the local 

St Marys Cement office.

WARRANTY

St Marys warrants its products in accor-

dance with the warranty contained in its 

Terms and Conditions of Sale – Cement and 

Cementitious Products, which is available 

at vcna.com/terms-and-conditions, or 

upon request. St Marys will provide a mill 

test certification that product meets or 

exceeds applicable specifications. St Marys 

does not guarantee finished concrete, as it 

has no control over the use of this product.

P R O D U C T  D A T A  S H E E T

St Marys blended
slag cement Type IS(S)(L)¹ 
PRODUCT DESCRIPTION
St Marys Portland Blast Furnace slag cement is a blended hydraulic cement that 

provides concrete performance characteristics while lowering embodied CO2 in 

your construction material. It contains portland-limestone cement blended with 

15% slag cement. Our testing shows that, depending on the St Marys plant where 

it was manufactured, our type IS cement can achieve CO2 reductions of approxi-

mately 22% to 30% compared to the American Cement Association (ACA) portland 

cement Industry-wide Environmental Product Declaration (EPD).²,³

BASIC USE
Type IS cement is a binding ingredient used in concrete mixtures, with or without 

additional supplementary cementitious materials (SCMs). While Type IS cement is 

a general-use cement with some enhanced performance aspects, there may be 

circumstances where the other special properties are required. Type IS cement 

may support moderate sulfate exposure environments and other exposure classes; 

appropriate testing is recommended to ensure required performance.

ENVIRONMENTAL PRODUCT DECLARATIONS (EPDs) 
St Marys Cement participates in the American Cement Association Industry-wide 

EPDs². Product-specific EPDs are also publicly available for each plant location on-

line at stmaryscement.com. Contact St Marys for Life Cycle Assessment transpor-

tation mode(s) and travel distances from plant to terminals.

PRECAUTIONS
The Applicable Safety Data Sheet (SDS) should be consulted prior to use of this 

product and is available upon request or online at stmaryscement.com. 

Avoid contact with eyes. Contains portland cement and slag binder, which when 

mixed with water creates a calcium hydroxide solution. If splashed in eyes or skin, 

flush thoroughly with water. Avoid contact with skin, including contact with satu-

rated clothing. Persistent discomfort requires prompt medical attention.

NOTES 
1.	 August 2026, ASTM C595 Type IS will be for type I or IL base cement with only 

one SCM. Type IT cement will consist of two SCMs.

2.	 ACA Industry-wide EPD Portland Cement 

3.	 Brochures & Data Sheets - St Marys Cement

SC AN QR CODE FOR 
PRODUC T INFORMATION

https://vcna.com/terms-and-conditions/
http://www.stmaryscement.com
http://www.stmaryscement.com
https://www.blendedcements.com/_files/ugd/f3d485_6d9236f9a2c64155a3bc52a50ea5654c.pdf
https://www.stmaryscement.com/brochures-data-sheets/

